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QUOTE NO.010278-HPR130-50824-Loyalty

DATE         December 15,2009

TOTAL 138,307.00$               

Contact: Title:

Company: Email:dmacey@loyaltyusa.net

Address: City:

State: Zip/Postal Code:37066

Phone:615-230-9051 Fax:615-230-9052

QUANTITY UNIT PRICE LINE TOTAL

1.00 $39,098 39,098.00$        

355 Airport Rd

Loyalty Mobile Innovations 

David Macey

TN

www.AxisPlasma.com

MACHINE END-USER INFORMATION

2901 S. HIGHLAND DR. BLDG 4-C

50 Beta

Gallatian

LAS VEGAS, NV  89109

P: 702-259-6677

pat@AxisPlasma.com

F: 702-361-9612

ON-SITE INSTALLATION AND TRAINING

Installation and setup of machine and components ordered - Included in Quote

Training on operation of the machine and plasma cutting theory - Included in Quote

DVD training video to optimize your cutting process - Included in Quote

AXIS CUTTING SYSTEM CHASSIS

50-Beta
Effective Cutting Size:101" x 294" 
Table Size:96" x288 "
Table Load Capacity:Built to Specifications
Max Cutting Thickness:3" with Plasma
Positioning Accuracy:+/- 0.001"
Repeat Accuracy:+/- 0.005"
Linear Cut: .002" over 12'

One bed and rail assembly with all axis driven by rack and 
pinion 20PA with 24DP Gear rack 15 degree helix riding 
on Precision linear rail 35mm (same type used in vertical 
mills) Full linear rails on all axisX and Y  Twin Beam
Gantry .

Prepaired for Loyalty Mobile

mailto:dmacey@loyaltyusa.net
mailto:pat@AxisPlasma.com
https://www.hypertherm.com/library/files/Software/Control Software/Demo Software/setup.exe
https://www.hypertherm.com/library/files/Product Information/SB_870790.pdf
http://www.axisplasma.com/marking.html
https://www.hypertherm.com/library/files/Media Relations/Press Releases 2009/PR_EDGE Pro ModularCNC.pdf
http://www.youtube.com/watch?v=y7mPV_hqeOs&feature=channel
https://www.hypertherm.com/library/files/Product Information/SB_870820.pdf
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QUOTE NO.010278-HPR130-50824-Loyalty

DATE         December 15,2009

TOTAL 138,307.00$               

QUANTITY UNIT PRICE LINE TOTAL

1.00 10,586.00$    10,586.00$        

1.00 $29,500 29,500.00$        8 ft X 24ft Down Draft Table Cutting area 96" X 288"

www.AxisPlasma.com

2901 S. HIGHLAND DR. BLDG 4-C

LAS VEGAS, NV  89109

P: 702-259-6677

jdill@axisplasma.com

AXIS CUTTING SYSTEM CHASSIS CONTINUED

Axis Alpha Pro Servo Drive Package

ω9ŦŦŜŎǘƛǾŜ /ǳǘǘƛƴƎ {ƛȊŜΥ72" x 144" 
ω¢ŀōƭŜ {ƛȊŜΥ76" x 148"
ω¢ŀōƭŜ [ƻŀŘ /ŀǇŀŎƛǘȅΥ4500 lbs
ωtƻǎƛǘƛƻƴƛƴƎ !ŎŎǳǊŀŎȅΥ+/- 0.001"
ωwŜǇŜŀǘ !ŎŎǳǊŀŎȅΥ+/- 0.008"

Drive System:

Internal 3 axis 1000 watt 1.34HP AC Drive System 
Qty: 3 motors with motor mounted Encoders

Qty: 3 High Precision Planetary gear boxes 28-1 ratio with 5-
arc minute ofbacklash or less

Prepaired for Loyalty Mobile

https://www.hypertherm.com/library/files/Software/Control Software/Demo Software/setup.exe
https://www.hypertherm.com/library/files/Product Information/SB_870790.pdf
http://www.axisplasma.com/marking.html
https://www.hypertherm.com/library/files/Media Relations/Press Releases 2009/PR_EDGE Pro ModularCNC.pdf
http://www.youtube.com/watch?v=y7mPV_hqeOs&feature=channel
https://www.hypertherm.com/library/files/Product Information/SB_870820.pdf
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QUOTE NO.010278-HPR130-50824-Loyalty

DATE         December 15,2009

TOTAL 138,307.00$               

QUANTITY UNIT PRICE LINE TOTAL

1.00 $15,400.00 15,400.00$             

P: 702-259-6677

jdill@axisplasma.com

2901 S. HIGHLAND DR. BLDG 4-C

LAS VEGAS, NV  89109

www.AxisPlasma.com
PLASMA POWER SUPPLY

Hypertherm HPR130XD HyPerformance

Operating data 
Mild steel cut capacity

Dross free 16 mm (5/8")
Production (pierce) 32 mm (1.25")
Severance (edge starts)38mm (1.5")
Stainless steel cut capacity

Production (pierce) 19 mm (.75")
Severance (edge starts)25 mm (1")
Aluminum cut capacity

Production (pierce) 19 mm (.75")
Severance (edge starts)25 mm (1")**

Key advantages 
Superior cut quality and consistency 
HyPerformance Plasma cuts fine-feature parts with superior quality 
and consistency, eliminating the cost of secondary operations.
ω tŀǘŜƴǘŜŘ Iȅ5ŜŦƛƴƛǘƛƻƴ®technology aligns and focuses the plasma
arc for more powerful precision cutting up to 76.2 mm (3.2"). 
ω tŀǘŜƴǘŜŘ ǎȅǎǘŜƳ ǘŜŎƘƴƻƭƻƎƛŜǎ ŘŜƭƛǾŜǊ ƳƻǊŜ ŎƻƴǎƛǎǘŜƴǘ Ŏǳǘ ǉǳŀƭƛǘȅ
over a longer period of time than other systems available on the market.

Maximized productivity
HyPerformance Plasma combines fast cutting speeds, rapid process cycling, 
quick changeovers and high reliability to maximize productivity.

Minimized operating cost
HyPerformance Plasma lowers operating cost and
improves profitability.
ω tŀǘŜƴǘŜŘ [ƻƴƎ[ƛŦŜ®technology significantly increases
consumable life and enables consistent HyDefinition cut quality over 
the longest period of time.
Unmatched reliability
Extensive testing, backed by more than four decades of 
experience, guarantees the Hypertherm quality you can count on..

Click For HPR130XD BrochureClick Here HPR130XDVideo 

Prepaired for Loyalty Mobile

https://www.hypertherm.com/library/files/Software/Control Software/Demo Software/setup.exe
https://www.hypertherm.com/library/files/Product Information/SB_870790.pdf
http://www.axisplasma.com/marking.html
https://www.hypertherm.com/library/files/Media Relations/Press Releases 2009/PR_EDGE Pro ModularCNC.pdf
http://www.youtube.com/watch?v=y7mPV_hqeOs&feature=channel
https://www.hypertherm.com/library/files/Product Information/SB_870820.pdf


4

QUOTE NO.010278-HPR130-50824-Loyalty

DATE         December 15,2009

TOTAL 138,307.00$               

QUANTITY UNIT PRICE LINE TOTAL

1.00 1,950.00$          1,950.00$               

1.00 10,500.00          10,500.00               

1.00 2,995.00            2,995.00                 

1.00 1,485.00            1,485.00                 

1.00 555.00               555.00                   

1.00 370.00               370.00                   

1.00 90.00                90.00                     

1.00 $55.00 55.00                     

1.00 $600.00 600.00                   

1.00 $80.00 80.00                     

1.00 $497.00 497.00                   

1.00 $120.00 120.00                   

1.00 $92.00 92.00$                   

1.00 $315.00 315.00$                 

1.00 $490.00 490.00$                 

1.00 $525.00 $525.00 

078533 - Auto Gas Selection Console

078535 - Auto Gas Metering Console

228420 - HPR130XD Consumable Parts Starter Kit, 

SS/AL/MS (30A-130A Consumables, Wrench, Silicon)

128930 - Gas Leads Assembly, automatic, 50 ft (15 m)

220789 - Standard torch sleeve, 7" (178 mm)

123988 - IHS Ohmic Contact Wire, 50 ft (15 m)

123823 - Lead: Pilot Arc, 65 ft (20 m)

123995 - Cable: Negative, 65 ft (20 m)

123836 - Cable: Ignition, 65 ft (20 m)

2901 S. HIGHLAND DR. BLDG 4-C

LAS VEGAS, NV  89109

PLASMA POWER SUPPLY CONTINUED

078172 - Ignition Console

www.AxisPlasma.com

128984 - Hose set: Ignition cooling,65 ft (20 m)

123841 - Cable: Gas Control,6 5 ft (20 m)

123848 - Cable: Gas Power, 65 ft (20 m)

123741 - Cable: CNC Interface, 82 ft (25 m)

228293 - Leads: Torch, 15 ft (4.5 m)

P: 702-259-6677

jdill@axisplasma.com

023079- Negitive Machine Ground, 50 ft (15m)

**Note Thisquote includesthe 
Auto Gas Console Option. 

Prepaired for Loyalty Mobile

https://www.hypertherm.com/library/files/Software/Control Software/Demo Software/setup.exe
https://www.hypertherm.com/library/files/Product Information/SB_870790.pdf
http://www.axisplasma.com/marking.html
https://www.hypertherm.com/library/files/Media Relations/Press Releases 2009/PR_EDGE Pro ModularCNC.pdf
http://www.youtube.com/watch?v=y7mPV_hqeOs&feature=channel
https://www.hypertherm.com/library/files/Product Information/SB_870820.pdf
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QUOTE NO.010278-HPR130-50824-Loyalty

DATE         December 15,2009

TOTAL 138,307.00$               

QUANTITY UNIT PRICE LINE TOTAL

1.00 1,890.00$      1,890.00$          

LAS VEGAS, NV  89109

P: 702-259-6677

jdill@axisplasma.com

www.AxisPlasma.com
Torch

228345 - HPR130XD Torch Assembly (Torch, Quick Disconnect, 

1 Set Of 400A Consumables In Torch)

2901 S. HIGHLAND DR. BLDG 4-C

PowerPierce technologyLiquid cooled shield technology 
repels molten metal during piercing. PowerPierce technology 
enables robust production pierce capability up to 50 mm (1.5") 
mild steel.
LongLife technologyRamps electrical current and gas pressure 
up and down in a tightly controlled manner. To reduce 
electrode and nozzle erosion, LongLife technology delivers 
consistent HyDefinition cut quality over the longest period of 
time for a significant reduction in operating cost and 
downtime.
HyDefinition technologyVented nozzle technology aligns and 
focuses the plasma arc. HyDefinition technology enables 
powerful precision cutting for superior quality and 
consistency.

Chambered Swirl 
wƛƴƎ /ƻƴƛŎŀƭ Cƭƻǿϰ
/ƻƻƭ/ƻǊŜϰ
/ƻƻƭCƭƻǿϰ
HyDefinition®

HyLife®

[ƻƴƎ[ƛŦŜϰ
tƻǿŜǊtƛŜǊŎŜϰ
SilverPlus®

¢ǊǳŜCƭƻǿϰ
Vented Shield

Prepaired for Loyalty Mobile

https://www.hypertherm.com/library/files/Software/Control Software/Demo Software/setup.exe
https://www.hypertherm.com/library/files/Product Information/SB_870790.pdf
http://www.axisplasma.com/marking.html
https://www.hypertherm.com/library/files/Media Relations/Press Releases 2009/PR_EDGE Pro ModularCNC.pdf
http://www.youtube.com/watch?v=y7mPV_hqeOs&feature=channel
https://www.hypertherm.com/library/files/Product Information/SB_870820.pdf
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QUOTE NO.010278-HPR130-50824-Loyalty

DATE         December 15,2009

TOTAL 138,307.00$               

QUANTITY UNIT PRICE LINE TOTAL

1.00 7,820.00$      7,820.00$          

2901 S. HIGHLAND DR. BLDG 4-C

jdill@axisplasma.com

SENSOR THC (TORCH HEIGHT CONTROL)

 SIGMA II MOTOR & AMP

www.AxisPlasma.com
TORCH HEIGHT CONTROL/LIFTER

ASSY-0177 - KIT, SENSOR THC W/SLIDE, SIGMA II MOTOR & 

AMP

LAS VEGAS, NV  89109

P: 702-259-6677

Hardware specifications
100-watt Yaskawa AC Servo drive and motor rated at 0.9 amp 
continuous, 2.8 amp peak, 3000 RPM 12 bit analog to digital 
converter sampled at 1Khz interrupt rate Industrial grade low profile 
slide using dual bearings with wipers and integrated electrical brake. 
Maximum load weight 30 Lbs. (13.6 kg) optically isolated ±10VDC 
ŘǊƛǾŜ ƻǳǘǇǳǘ ŀƴŘ ƛƴŎǊŜƳŜƴǘŀƭ ŜƴŎƻŘŜǊ ƛƴǇǳǘ мнΦлέ Ŧǳƭƭ ǎǘǊƻƪŜ ǘǊŀǾŜƭ 
for torch positioning Slide dimensions:25.75" H (654mm); 5.0" W 
(127mm); 3.0" D (76 mm) Slide weight: 17lbs (7.7 kg) Electronics 
operating environment: 0 to 50°C (32 to 122"F); 95% relative 
humidity (non-condensing)

Sensor THC Options
Pneumatic break away torch mount Torch mounting blocks 

Features Complete built-in test for easy hook-up, system test, and 
configuration. Built in user programmable process control parameters 
for initial height sense, plasma arc volts, torch height Disable, 
automatic kerf crossing detection, skip IHS, and IHS offset Automatic 
retry on arc transfer error Complete servo loop adjustments including 
proportional, integral, derivative, and feed-forward gains Arc voltage 
range 50-300 VDC in 0.5 volt increments Initial height sense can be 
done with ohmic contact or position error stall detection Manual or 
full automatic height control Auto Arc Voltage Set Preflow during IHS. 
Support for arc style marking torches

Prepaired for Loyalty Mobile

https://www.hypertherm.com/library/files/Software/Control Software/Demo Software/setup.exe
https://www.hypertherm.com/library/files/Product Information/SB_870790.pdf
http://www.axisplasma.com/marking.html
https://www.hypertherm.com/library/files/Media Relations/Press Releases 2009/PR_EDGE Pro ModularCNC.pdf
http://www.youtube.com/watch?v=y7mPV_hqeOs&feature=channel
https://www.hypertherm.com/library/files/Product Information/SB_870820.pdf
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QUOTE NO.010278-HPR130-50824-Loyalty

DATE         December 15,2009

TOTAL 138,307.00$               

QUANTITY UNIT PRICE LINE TOTAL

1.00 12,950.00$        12,950.00$             

2.00 48.00                96.00                     

1.00 28.00                28.00                     

1.00 220.00               220.00                   

228491 - Kit: HYPATH SERVO CONNECTOR - 1 kit per 2 axes

228510 - KIT:EDGE PRO SERIAL CONN - 1 kit per port used

228510 - EQPT TSTR:EDGE PRO HYPATH

www.AxisPlasma.com
CNC CONTROL AND INTERFACE

090031EDGE PRO:HYPATH 3AX 24I/O

LAS VEGAS, NV  89109

P: 702-259-6677

jdill@axisplasma.com

2901 S. HIGHLAND DR. BLDG 4-C

Reliable
Durable glass touchscreen utilizing surface acoustic wave technology. Air 
cooling to reduce stress on electronic components without dust ingress. 
Designed and stress tested to ensure consistent operation in the harsh 
plasma cutting environment. Intuitive hardware service kit helps rapidly 
isolate system errors. Hinged doors and removable panel for convenient 
component access. 2-year warranty standard.

Easy
¦ǎƛƴƎ ǘƘŜ /ǳǘtǊƻϰ²ƛȊŀǊŘ ƴŜǿ ƻǇŜǊŀǘƻǊǎ Ŏŀƴ ōŜ ǊŜŀŘȅ ǘƻ Ŏǳǘ ǇǊƻŘǳŎǘƛƻƴ ǇŀǊǘǎ 
in less than 5 minutes. Built-in two-ǎǘŀǘƛƻƴ ƻǇŜǊŀǘƻǊΩǎ ŎƻƴǎƻƭŜΣ ǿƛǘƘ ǘŀŎǘƛƭŜ 
joystick, speedpot, and torch position control for easy operation. Network 
and USB access for part program loading and software updates. Built-in help 
and cutting optimization tips for improving table performance and process 
outcomes on demand.

Hypertherm EDGE Pro CNC Control
Operating system Windows® XPe 
Hard drive SATA drive 
Display 15" glass touchscreen (surface acoustic 
ǿŀǾŜ ǘŜŎƘƴƻƭƻƎȅύ aŜƳƻǊȅ җмD. ¦{. ƛƴǘŜǊŦŀŎŜ 
Two USB 2.0 ports 
Dimensions 435 mm (17.125") W; 463 mm 
(18.22") H; 316 mm (12.43") D 
Temperature range -10° C to 40° C ambient (14°
F to 104° F ambient) 
Warranty Two-year warranty standard 
Regulatory compliance CE, CSA 
hǇŜǊŀǘƻǊΩǎ ŎƻƴǎƻƭŜ ¢ǿƻ-station Opcon 
standard 
Operating voltage and frequency 100 ς240V, 
50/60 Hz 
Software utilities Part Program Support (PPS), 
Remote Help, networking, Autogas support, 

EDGEPro Brochure

Prepaired for Loyalty Mobile

https://www.hypertherm.com/library/files/Software/Control Software/Demo Software/setup.exe
https://www.hypertherm.com/library/files/Product Information/SB_870790.pdf
http://www.axisplasma.com/marking.html
https://www.hypertherm.com/library/files/Media Relations/Press Releases 2009/PR_EDGE Pro ModularCNC.pdf
http://www.youtube.com/watch?v=y7mPV_hqeOs&feature=channel
https://www.hypertherm.com/library/files/Product Information/SB_870820.pdf
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QUOTE NO.010278-HPR130-50824-Loyalty

DATE         December 15,2009

TOTAL 138,307.00$               

QUANTITY UNIT PRICE LINE TOTAL

1.00 -$                   

2901 S. HIGHLAND DR. BLDG 4-C

LAS VEGAS, NV  89109

P: 702-259-6677

www.AxisPlasma.com
SOFTWARE

Phoenix Software 

jdill@axisplasma.com

Phoenix software
IȅǇŜǊǘƘŜǊƳΩǎ ǇǊƻǇǊƛŜǘŀǊȅ tƘƻŜƴƛȄ ǎƻŦǘǿŀǊŜ ƛǎ ǘƘŜ ŎƻǊŜ 
operational interface and is common across the entire 
Hypertherm family of CNC systems. The software is designed 
specifically for the X-Y and bevel cutting market.

Key benefits include:Integrated communications to plasma 
and torch height control systems for automated and expert 
control of the cutting process. Built-in cut charts for 
automatically setting process parameters for mild steel, 
stainless, and aluminum to enable consistently optimized 
cutting performance. Wizards and diagnostic support tools 
that enable easy setup, use and rapid troubleshooting.

Included

Click hereto download demo

Prepaired for Loyalty Mobile

https://www.hypertherm.com/library/files/Software/Control Software/Demo Software/setup.exe
https://www.hypertherm.com/library/files/Product Information/SB_870790.pdf

